REFERENCES

Agricultural Runoff Control Manual for the Truckee River Basin. 1978. Washoe
Council of Governments Water Quality (208) Management Plan. Prepared by
the URS Company of Las Vegas, Nevada.

American Society of Civil Engineers and U.S. EPA. 1988. Design of Urban Runoff
Quality Controls. In: Proceedings of an Engineering Foundation Conference on
Current Practice and Design Criteria for Urban Quality Control. Edited by Larry
A. Roesner, Ben Urbonas, and Michael Sonnen. Potsi, MO.

Amimoto, Perry Y. 1978. Erosion and Sediment Control Handbook. State of California.
Department of Conservation Resources Agency. EPA 440/3-78-003. 198 pp.

American Society of Agricultural Engineers. 1967. ASAE, Glossary: Soil and Water
Terms. Special Publication SP 04-67. St. Joseph, Michigan, 1967.

Association of Bay Area Governments, 1981. Manual of Standards for Erosion and
Sediment Control Measures. ABAG. Oakland, California.

Beasley, R.P., 1972. Erosion and Sediment Pollution Control. The lowa State
University Press, Ames, lowa.

Bohan, J.P. 1970. Erosion and Riprap Requirements at Culvert and Storm-Drain
Outlets. Hydraulic Laboratory Investigation, U.S. Army Engineer Waterways Experiment
Station, Vicksbury, Mississippi.

California Agricultural Extension. 1972. Dairy Waste Storage Ponds for Soil-Plant
Recycling. Agricultural Sanitation and Waste Management Series.

California Agricultural Experiment Station. 1967. Drainage of Irrigated Land. Circular
504, University of California at Davis.

California Agricultural Experiment Station. 1959. Measuring Irrigation Water. Circular
473. University of California, Davis.

California Business and Transportation Agency, Department of Public Works, Division of
Highways, 1970. Bank and Shore Protection in California Highway Practice.
California Department of Transportation.

California State Department of Forestry. 1984. A Basic Guide on How to Plan,
Construct,and Maintain Small Private Forest Roads. Sacramento, California. 70 pp.

R-1



California State Department of Public Works, Division of Highways. 1970. Bank and
Shore Protection in California Highway Practice. Sacramento, California.

Clyde, Calvin G., et. al., 1978. Manual of Erosion Control Practices During Highway
Construction. Utah Water Research Laboratory, Utah State University, Logan,
Utah.

Cook, C.W., Hyde, P.M., and Sims, P.L. 1974. Revegetation Guidelines for Surface
Mineral Areas. Range Department Report. No. 16. Colorado State University.

Eckert, R.E., Wood, M.K., and Perterson, F.F. 1976. Properties Occurrence and
Management of Soils With Vesicular Surface Horizons. Nevada Agricultural Experiment
Station.

Ferguson, Bruce, 1981. Erosion and Sedimentation Control in Regional and Site
Planning. Journal of Soil and Water Conservation. 36 (4): 199-204.

Fish and Wildlife Service. 1982. Handbook for Protection of Fish and Wildlife from

Construction of Farm and Forest Roads; Best Management Practices for Building
Activities Associated with the Discharge of Dredged or Fill Material. Biological
Services Program. VWS/085-82/18. 153 pp.

Goldman, Steven J., Jackson, Katharine, and Bursztynsky, Taras A., 1986. Erosion and
Sediment Control Handbook. McGraw-Hill Book Company, New York.

Gray, D. H., and Leiser, A. T., 1982. Biotechnical Slope Protection and Erosion Control.
Van Nostrand Reinhold, New York.

Hammond, S.A. and R. G. Schmidt, 1987. SCS Principles of Groundwater for Resource
Management Systems, Panterra Corporation, Yellow Springs, Ohio.

Israelson, E., 1980. Erosion Control During Highway Construction-Manual on Principles
and Practices. Transportation Research Board, National Cooperative Highway
Research Program Report No. 221, TRB, Washington, D.C.

Kay, B.L. 1983. Straw as an Erosion Control Mulch. Agronomy Progress Report. No.
140. Agricultural Experiment Station Cooperative Extension, University of
California, Davis.

Kay, B.L. 1978. Mulches for Erosion Control and Plant Establishment on

Disturbed Sites. Agronomy Progress Report No. 87. Agricultural Experiment
Station Cooperative Extension, University of California, Davis.

R-2



Kay, B.L. 1976. Tackifiers for Straw Mulch. Agronomy Progress Report, No.
76. Agricultural Experiment Station Cooperative Extension, University of
California, Davis.

Kay, B.L. 1976. Hydroseeding, Straw, and Chemicals for Erosion Control.
Agronomy Progress Report, No. 77. Agricultural Experiment Station Cooperative
Extension, University of California, Davis.

Kay, B.L. 1974. Role of Fertilization in Planting of Critical Areas. In:
Erosion Control Symposium, Proceedings. USDA-SCS, U.C. Davis.

Kay, B.L. 1974. The Role of Erosion Control Fibers and Chemicals. In:
Erosion Control Symposium, Proceedings. USDA-SCS, U.C. Dauvis.

Kay, B.L. 1973. Revegetation of Mountain Sites above 3,000 feet in
California. Agronomy Progress Report. No. 53. Agricultural Experiment Station
Cooperative Extension, University of California, Davis.

Kay, B.L. 1972. New Mulch Materials Tested for Hydroseeding. Agronomy
Progress Report. No. 39. Agricultural Experiment Station Cooperative
Extension, University of California, Davis.

Kay, B.L. 1972. Pellet Inoculated Legume Seeds are OK in Hydromulching. Agronomy
Progress Report. No. 44. Agricultural Experiment Station Cooperative Extension,
University of California, Davis.

Leiser, A.T., et. al., 1974. Revegetation of Disturbed Soils in the Tahoe Basin.
Departments of Environmental Horticulture and Agronomy and Range Sciences,
University of California, Davis. California Department of Transportation,
Sacramento, California.

Loehr, Raymond C., 1979. Best Management Practices for Agriculture and Silviculture.
In: Proceedings of the 1978 Cornell Agricultural Waste Management
Conference. Ann Arbor Science, Ann Arbor, Michigan. 740 pp.

Manning, M.E. and Padgett, W. G. 1991. Riparian Community Type Classification for
the Humboldt and Toiyabe National Forests, Nevada and Eastern California.
USDA, USFS, Intermountain Region.

Maryland Water Resources Administration. 1983. 1983 Maryland Standards and
Specifications for Soil Erosion and Sediment Control. Annapolis, Maryland.

McMillan, M. 1981. Selection of Filter Fabrics for Use in Silt Fences. Water Quality

R-3



Technical Memorandum No. 63. Association of Bay Area Governments, Oakland,
California. National Technical Information Service. 1974. Comparative Costs of Erosion
and Sediments Control, Construction Activities. Report No. PB-229.

Nevada State Conservation Commission. 1986. Conservation 2000 - A Long-Range
Program for Resource Conservation in Nevada.

Phillips, Brandt, Reddick, McDonald and Grefe, Inc. 1978. The Cumulative Impacts of
Shorezone Development at Lake Tahoe. Prepared for the California State Lands
Commission, State of Nevada, TRPA, and U.S. Army Corps of Engineers.

Pitt, R. 1986. Manual of Practice for the Design of Construction Site Erosion and
Stormwater Runoff Controls. Prepared for NPS and Land Management Section,
Wisconsin Department of Natural Resources. Madison, Wisconsin. 260 pp.

Pitt, R. 1985. Characterizing and Controlling Urban Runoff Through Street and
Sewerage Cleaning. Prepared for U.S. Environmental Protection Agency. 600-52-85-
038.

Platts, W.S. 1990. Managing Fisheries and Wildlife on Rangelands Grazed by Livestock.
Nevada Department of Wildlife. Reno, Nevada.

Puget Sound Water Quality Authority. 1991. Puget Sound Water Quality Management
Plan. Seattle, Washington.

Puget Sound Water Quality Authority. 1989. Managing Nonpoint Pollution: An Action
Plan Handbook for Puget Sound Watersheds. Seattle, Washington.

Raeder, Beckett Jackson, 1975. Michigan Soil Erosion and Sedimentation Control
Guidebook. Michigan Department of Natural Resources, Bureau of Water
Management, Lansing, Michigan.

Sartor, James D., and Boyd, Gail B. 1972. Water Pollution Aspects of Street Surface
Contaminants. EPA-R2-72-081. U.S. Environmental Protection Agency,
Washington, D.C.

Schueler, Thomas R. 1987. Controlling Urban Runoff: A Practical Manual for Planning
and Designing Urban BMPs. Washington Metropolitan Water Resources
Planning Board, Washington, D.C. 275 pp.

Soil Conservation Society of America. 1973. Conservation Tillage. Publication
No. 10.

R-4



Soil Conservation Society of America. 1976. Land Application of Waste Materials.
Publication No. 17.

South Tahoe Public Utility District. 1981. Erosion Control Guide for the South Tahoe
Public Utility District. South Lake Tahoe, California. 115 pp.

State of Nevada. 1989. (319) Nonpoint Source Pollution Assessment Report.
Department of Conservation and Natural Resources. Division of Environmental
Protection. Carson City, Nevada.

State of Nevada. 1989. (319) Nonpoint Source Pollution Management Program.
Department of Conservation and Natural Resources. Division of Environmental
Protection. Carson City, Nevada.

State of Nevada. 1976. Water Quality Impacts of Land Disturbing Activities - Interim
Report. Nevada Environmental Protection Services, Department of Human
Resources. Carson City, NV.

State of Nevada. 1977. Water Quality Impacts of Land Disturbing Activities - Final
Report. Nevada Environmental Protection Services, Department of Human
Resources. Carson City, NV.

State of Nevada. 1982. Water Quality Management (208) Plan for the Carson River
Basin. Department of Conservation and Natural Resources. Division of
Environmental Protection. Carson City, Nevada.

State of Nevada. 1993. Water Quality Management (208) Plan for the Non-designated
Area of Nevada. Department of Conservation and Natural Resources. Division
of Environmental Protection. Carson City, Nevada.

Tahoe Regional Planning Agency, 1988. Volume I: Water Quality Management Plan.
Water Quality Management Plan For the Lake Tahoe Region.

Tahoe Regional Planning Agency, 1988. Volume Il: Handbook of Best Management
Practices. Water Quality Management Plan For the Lake Tahoe Region.

Tahoe Regional Planning Agency, 1988. Volume lll: SEZ Protection and Restoration
Program. Water Quality Management Plan For the Lake Tahoe Region.

Tahoe Regional Planning Agency, 1988. Volume IV: Capital Improvements Program
for Erosion and Runoff Control. Water Quality Management Plan For the Lake Tahoe

R-5



Region.

Tahoe Regional Planning Agency, 1988. Volume V: Summary. Water Quality
Management Plan For the Lake Tahoe Region.

Tahoe Regional Planning Agency, 1988. Volume VI: Responsiveness Summary and
Response to Comments. Water Quality Management Plan For the Lake Tahoe.

Tahoe Regional Planning Agency, 1988. Volume VII: Technical Appendix. Water
Quality Management Plan For the Lake Tahoe Region.

Terrell, C.R. and Bytnor Perfetti, P. 1989. Water Quality Indicators Guide: Surface
Waters. United States Department of Agriculture, Soil Conservation Service.

Tourbier, J. Toby, and Westmacott, Richard. 1981. Water Resources Protection
Technology - A Handbook of Measures to Protect Water Resources in Land
Development. The Urban Land Institute, Washington, D.C. 178 pp.

Urban Drainage and Flood Control District. 1984. Guidelines for Development and
Maintenance of Natural Vegetation. Denver, Colorado. 94 pp.

Urban Land Institute. 1978. Residential Erosion and Sediment Control: Objectives,
Principles, and Design Considerations. Published jointly with American Society
of Civil Engineers and the National Association of Home Builders. Washington,
D.C. 63 pp.

Urban Land Institute. 1975. Residential Storm Water Management: Objectives,
Principles, and Design Considerations. Published jointly with American Society
of Civil Engineers and the National Association of Home Builders. Washington,
D.C. 64 pp.

U.S. Army Corps of Engineers. 1981. Low Cost Shore Protection...a Guide for Local
Government Officials. 108 pp.

U.S. Army Engineer Waterways Experiment Station. 1983. Streambank Protection
Guidelines for Landowners and Local Governments. USAEWES, Vicksburg,
Mississippi.

U.S. Army Engineer Waterways Experiment Station. 1977. Literature Survey and
Preliminary Evaluation of Streambank Protection Methods. Technical Report H-
77-9. 262 pp.

U.S. Bureau of Land Management. 1974. Effects of Livestock Grazing on Wildlife,

R-6



Watershed, Recreation and Other Resource Values in Nevada. Reno, Nevada.

U.S. Department of Agriculture. 1968. Roads Handbook. Handbook No. 2310, USDA,
Forest Service, Washington, D.C.

U.S. Department of Agriculture. 1976. Guides for Erosion and Sediment Control in
Nevada. Soil Conservation Service.

U.S. Department of Agriculture. 1987. Water Quality Management for National Forest
System Lands in California. Handbook No. 2509. Pacific Southwest Region.

U.S. Department of Agriculture. 1991. Integrated Riparian Evaluation Guide.
Intermountain Region, United States Forest Service. Ogden, Utah.

U.S. Department of Transportation. 1973. Design of Roadside Drainage Channels.
Hydraulic Design Series. No. 4, GPO, Washington, D.C.

U.S. Department of Transportation. 1975. Design of Stable Channels with Flexible
Linings. Hydraulic Engineering Circular. No. 15. GPO, Washington, D.C.

U.S. Department of Transportation, Federal Highway Administration. 1975. Hydraulic
Design of Energy Dissipators for Culverts and Channels. Hydraulic Engineering
Circular. No. 14. GPO, Washington, D.C.

U.S. Environmental Protection Agency. 1974. Analysis of Pollution Control Costs.
Report No. EPA-670.

U.S. Environmental Protection Agency. 1979. Best Management Practices Guidance,
Discharge of Dredged or Fill Materials. Office of Water Planning and Standards.
EPA 440/3-79-028.

U.S. Environmental Protection Agency. 1971. Changes in Water Quality Resulting
From Impoundments. Report No. 16080.

U.S. Environmental Protection Agency. 1969. Characteristics and Pollution Problems
of Irrigation Return Flow. Report No. 13030.

U.S. Environmental Protection Agency. 1974. Characterization of Suspended
Sediments in Water From Selected Watersheds as Related to Control
Processes, Nutrient, Contents, and Lake Eutrophication. Report No. PD-232.

U.S. Environmental Protection Agency. 1973. The Control of Pollution From
Hydrographic Modifications. Report No. EPA 430.

R-7



u.S.

u.S.

U.S.

u.S.

U.S.

u.S.

u.S.

u.S.

U.S.

Environmental Protection Agency. 1970. Design, Operation and Maintenance of
Waste Water Treatment Facilities. U.S. Department of the Interior. Federal
Water Quality Administration.

Environmental Protection Agency. 1993. Guidance Specifying Management
Measures for Sources of Nonpoint Pollution In Costal Waters. Issued Under the
Authority of Section 6217(g) of the Costal Zone Act Reauthorization
Amendments of 1990. Office of Water. Washington, DC 20460. 840-B-92-002.

Environmental Protection Agency. 1972. Guidelines for Erosion and Sediment
Control Planning and Implementation. Office of Research and Monitoring. EPA-
R2-72-015.

Environmental Protection Agency. 1979. Lake Restoration. Proceedings of a
National Conference, August 22-24, 1978. Minneapolis, Minnesota. EPA
440/5/79-001.

Environmental Protection Agency. 1973. Methods for Identifying and Evaluating
the Nature and Extent of Non-point Source of Pollutants. Office of Air and Water
Programs.

Environmental Protection Agency. 1973. Methods and Practices for Controlling
Water Pollution From Agricultural Non-Point Sources.

Environmental Protection Agency. 1976. Methods to Control Fine Grained
Sediments Resulting From Construction Activity. Office of Water Planning and
Standards.

Environmental Protection Agency. 1979. Preventive Approaches to Stormwater
Management. EPA 440/9-77-001. 207 pp.

Environmental Protection Agency. 1973. Processes, Procedures, and Methods to

Control Pollution Resulting From all Construction Activity. Office of Air and Water
Programs. EPA 430/9-73-007.

u.S.

Environmental Protection Agency. 1984. Report to Congress: Nonpoint Source

Pollution in the U.S. Office of Water Program Operations, Washington, D.C.

U.S.

Environmental Protection Agency. 1973. Stream Quality Preservation Through
Planned Urban Development. Report No. R5-73-019.Region.

R-8



U.S. Forest Service and Nevada Division of Forestry. 1990. Guide to Successful
Reforestation. Carson City, Nevada.

U.S. Soil Conservation Service. 1973. Drainage of Agricultural Land. Soil
Conservation Service, Water Information Center, Port Washington, New York.

U.S. Soil Conservation Service. 1969. Springs and Wells. Engineering Field Manual.
Chapter 12.

U.S. Soil Conservation Service. 1983. Agriculture Waste Management. Engineering
Field Manual. Chapter 17.

U.S. Soil Conservation Service. 1969. Dikes and Levees. Engineering Field Manual.
U.S. Soil Conservation Service. 1969. Diversions. Engineering Field Manual.

U.S. Soil Conservation Service. 1969. Drainage. Engineering Field Manual. Chapter
14,

U.S. Soil Conservation Service. 1969. Elementary Soils Engineering. Engineering
Field Manual.

U.S. Soil Conservation Service. 1969. Engineering Surveys. Chapter 1.

U.S. Soil Conservation Service. 1969. Grasses, Waterways and Outlets Terraces.
Engineering Field Manual. Chapter 7.

U.S. Soil Conservation Service. 1969. Gully Treatment. Engineering Field Manual.
Chapter 10.

U.S. Soil Conservation Service. 1969. Hydraulics. Engineering Field Manual. Chapter
3.

U.S. Soil Conservation Service. 1983. Agriculture Waste Management. Agricultural
Waste Management Field Handbook.

U.S. Soil Conservation Service, 1986. National Handbook for Conservation Practices.

U.S. Geological Survey. 1991. National Water Summary 1988 - 1989 - Hydrologic
Events and Floods and Droughts. Water Supply Paper. No. 237. U.S.
Government Printing Office.

R-9



White. C. A., and Franks, A. L., 1978. Demonstration of Erosion and Sediment Control
Technology, Lake Tahoe Region of California. California State Water Resources
Control Board, Division of Planning and Research.

Wolman, M. G., and Schick, A. P., 1967. Effects of Construction on Alluvial Sediment,
Urban and Suburban Areas of Maryland. Water Resources Research, Vol. 3, pp.
451-464.

Wright-McLaughlin Engineers. 1969. Urban Storm Drainage Criteria Manual. Denver
Regional Council of Governments. Denver, Colorado.

R-10



